REZN o R® Revision: FT-SFT-GC (06-26) 148066-A
Supersedes: |-FT-SFT-GC (10-14) PN148066

GAS CONVERSION KIT INSTALLATION FOR GAS-FIRED
UNIT HEATERS

DISCONTINUED MODELS FT AND SFT

GENERAL INFORMATION

These gas conversion kits are for gas-fired unit heaters equipped with a single-stage gas valve. When converting
fuels, it is necessary to have the complete heater model. The identifying model number can be found on the heater
rating plate. The rating plate identifies only original equipment so also compare the label on the gas valve with the
description listed. Units with a standing (match-lit) pilot must be converted to spark pilot before converting gas types.

Important Safety Information

Refer to the installation manual provided with the heater for important safety information. Pay attention to all dangers,
warnings, cautions, and notes highlighted in this manual. Safety markings should not be ignored and are used
frequently throughout to designate a degree or level of seriousness.

A DANGER A

« All gas conversion must be done by a qualified service person in accordance with these
instructions and in compliance with all codes and requirements. In Canada, gas conversion
shall be carried out in accordance with the requirements of the Provincial Authorities having
jurisdiction and in accordance with the requirements of the CAN/CGA-B149.1 and CAN/
CGA-B149.2 installation code.

- The gas burner in this gas-fired equipment is designed to provide safe complete combustion.
However, if the installation does not permit the burner to receive the proper supply of
combustion air, complete combustion may not occur. The result is incomplete combustion,
which produces carbon monoxide, a poisonous gas that can cause death.

- Safe operation of indirect-fired gas burning equipment requires a properly-operating vent
system that vents all flue products to the outside atmosphere. Failure to provide proper venting
will result in a health hazard that could cause serious personal injury or death.

« All installations must comply with the combustion air requirements in the installation codes
and instructions. Units installed in a confined space must be supplied with air for combustion
and ventilation as required by code and in the heater installation manual. Combustion air at
the burner should be regulated only by manufacturer-provided equipment. Never restrict or
otherwise alter the supply of combustion air to any heater. Maintain the vent or vent/combustion
air system in structurally sound and proper operating condition.

- Improper installation, adjustment, alteration, service, or maintenance can cause property
damage, injury, or death. Read the installation, operation, and maintenance instructions
thoroughly before installing or servicing this equipment.

DO NOT DESTROY. PLEASE READ CAREFULLY. KEEP IN A SAFE PLACE FOR FUTURE REFERENCE.



Gas Conversion Instructions WARNING: Manufacturer of regulator spring kit

1

. Check kit contents for agreement with the parts listA parts and gas valve must be the same. Spring kits of

list for each kit is on pages 5-6. : :
The kits listed in this manual are intended for use on units that different manufacturers are not InterChangeable’

will be operated at sea level. Conversion of a unit using these and each spring kit must be used only in the valve

kits will not alter the input rate. Refer to the rating plate on the for which the kit is designated.
heater for input rate and other appropriate information.

2. Turn off the gas supply at a shutoff valve upstream of the ~ WARNING: The operating valve is the primary

combination valve and turn off the electrical supplyOpen safety shutoff. The gas supply line must be free of
the control access panel. dirt or scale before connecting the unit.

3. Select and Install the Regulator Spring Kit (valve conver-

sion kit) . _ 4. Install Burner Orifices
Depending on the size and gas type, there will be one or twq

regulator spring kits in the gas conversion kit. The manufac- WARNING: Do not attempt to drill orifices. Use
turer of the regulator spring kit must be the same as the manu-f ) lied orifi | )
facturer of the gas valve. Look at the gas valve and make note actory-supplied orifices only.

ﬁftthhe nametof the mla?ufactgrer.k_t inth ion kit (NOTES: Kits that apply to various sizes of heaters include the quantity of
ere are two regulator spring Kits in the gas conversion Kit, i, mer grifices required for the largest size of heater. When converting the

\S/g:sgt the one whose manufacturer matches the name on the 98Raller sizes, there will be extra burner orifices which will not be used.)

If there is only one regulator spring kit, verify to be sure that the MODEL FT Instructions (See Figure 1)

names match. If the names of the manufacturers do not match, Remove the screws that retain the manifold and control assembly (See
do not install the spring regulator kit. Contact your distributor ~ Figure 1). With the manifold and control assembly removed from the
to determine the correct spring regulator Kkit. heater, unscrew all of the existing orifices and replace with the orifices
To install the spring regulator conversion kit, follow the valve  included in the conversion kit.

manufacturer's installation instructions that are included with \JODE| SET Instructions (See Figures 2 and 3)

the kit. After a new regulator spring kit is installed, it is neces- a) Remove the Manifold

sary to adjust the spring for the correct manifold pressure. This
adjustment can only be made after the heater is in operation.
Instructions are included in Step No. 8.

Disconnect the union on the outside of the unit and remove the gas
pipe from the inlet of the gas valve.

Figure 1 - MODEL FT Control Compartment
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NOTE: If the heater has been changed so that the controls are on the left side, the location of the burner and controls will
appear inverted. On Sizes 60-300, the ignitanuststill be toward the bottom of the heater with the flame sensor toward the
top.
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On the burner box end of the flexible hose, loosen the hose clamp. Slide the hose off the collar.
Disconnect the silicone tubing from the static tap on the burner box cover.
Remove the manifold seal plate and manifold cover plate. Remove the burner box cover. The manifold and

burner rack assembly are visible.

Locate the screws that attach the manifold to the burner rack assembly. Remove the screws and slide the

manifold out of the heater.

b) Change Orifices

Unscrew all of the existing orifices and replace with the orifices included in the conversion kit.

Figure 2 - MODEL SFT Control Compartment
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Burner Box - Remove
the cover on the right to
access the manifold and

burner rack; see the
illustration in Figure 3.

\—-IGNITOR

(When lighting, turn gas control

knob "OFF"; wait five minutes;
turn gas control knob "ON".)

~
\ Ignition Control Module
GAS VALVE

Flow Sensor (for
tubing connection to
the pressue switch)

Terminal Block

The burner box assembly; remove
the burner box cover on the right.
Refer to Figure 2 above for the
location of the burner box.

)

Follow the valve manufacturer's
instructions to install the

illustrated; do not remove the burner box from the he@aber
change burner orifices, remove only the manifold seal

Manifold
with
Burner

Orifices ]

Gas Valve

regulator spring kit.

Figure 3 - Removing the Manifold Assembly of a
MODEL SFT HEATER

For clarity, the heater cabinet and other parts are

plate, manifold cover plate, burner box cover, and
manifold assembly.

___ Burner Box
Cover

Static Pressure Tap

Manifold Cover Plate

Manifold Seal Plate
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Gas Conversion Instructions (cont'd)

5. Install or Remove Burner Air Restrictors -MODELS FT 250 and FT 300 ONLY (does
not apply to Model SFT)

DANGER: Failure to install burner air restrictors according to directions could
cause property damage, personal injury and/or death.

5A. Install Burner Air Restrictors - Applies ONLY to MODELS FT 250 and FT 300 being converted from Natural
TO Propane (See Figure 4)

NOTE: This kit applies to both FT and SFT Moddfsonverting a Model SFT 250 or 300 from natural to propane, do

not install the burner air restrictors. Proceed to Step 6.

a) There are two burner air restrictors - one to be attached to the upper half of the burner assembly and one to be attached
to the lower half. (The restrictors are identical; either restrictor may be attached to either half of the burner assembly.)
As shown in Figure 4, line up the two 1/4" mounting holes in one of the restrictors with the 1/8" mounting holes in the
upper half of the right side of the burner assembly.

b) Repeat, installing the other restrictor on the lower half of the burner assembly.

¢) When installed properly, the half-circle holes will be aligned with the burner orifices, and approximately one-half of
the burner air opening will be restricted.

5B. Remove Burner Air Restrictors - Applies ONLY to MODELS FT 250 and FT 300 being converted from Pro-
pane TO Natural (See Figure 4)

NOTE: This kit applies to both FT and SFT Models. If convertingviadel SFT 250 or 300, there are no burner
restrictors to remove Proceed to Step 6.

a) There are two burner air restrictors - one attached to the upper half of the burner assembly and one attached to the
lower half.

b) Remove both air restrictors.

MODEL FT Figure 4 - Step 5, Install Burner Air Restrictors
on MODEL FT 250 and 300 being converted for

250 AND 300 use with propane gas; Remove Burner Air

ONLY Restrictors on MODEL FT 250 and 300 being

converted for use with natural gas

Burner/Manifold Assembly
removed in Step No. 4

\>Two Burner Air Restrictors (required
only on Model FT 250 and FT 300 when
burning propane gas)

Four #10-32 x 1/2" long sheet metal screws (included in the natural
to propane conversion kit) - To install the restrictors, line up the four
holes in the restrictors with the four holes in the burner/manifold
assembly and attach with the screws. To remove the restrictors,
remove the four screws.
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6. Re-Assemble the Heater 7) If the gas valve has been adjusted for operation above 2000 ft,

Reverse the procedure in Step 4 to re-assemble the heater. Be cer-  find the high altitude manifold pressure label in the kit. Using a
tain that the manifold and burner rack are positioned properly. permanent marker, fill-in the pressure setting and adhere the
label to the heater in a conspicuous location close to the gas

On a Model SFT, be sure that the grommet on the manifold is
positioned to seal the opening in the burner box. Re-attach both
the manifold cover plate and the manifold seal plate.

Attach the conversion disk to the heater near the gas valve.

valve.

9. Check for safe and proper operation of the heater by operating the
heater for at least one cycle. Observe main burners for complete

7. Turn on the electric and the gas. Relight, following the instructions flame carryover.

on the heater. Check for gas leaks using a commercial leak detecty . . . .
ing fluid or a rich soap and water solution. Leaks are indicated by WARNING: Wait at least five minutes before

the presence of bubbles. Check all connections which were worked@ttempting to relight the heater in the event of
on during the conversion. If a leak cannot be stopped by tightening, improper ignition,
replace the part.

10.Complete the information required on the gas conversion tape and

8. Adjust the manifold pressure.Follow these requirements and in- ) )
affix the tape to the heater near the rating plate. Close the access

structions to adjust manifold gas pressure.

do
1) The correct pressure adjustment depends on the area of the coun-
try in terms of elevation. If you don't know the elevation, check
with your local gas company.

2) Determine the required manifold pressure for that elevation.
Manifold Pressure Settings by Elevation

Elevation Ranges Natural Gas| Propane Gas
Feet Meters (inches W.C.} (inches W.C.)
0- 2000 1-610 3.5 10.0

2001-3000 911-915 2.8 7.7
3001-4000 916-1220 2.5 7.1
4001-5000 1221-1524 2.3 6.4
5001-6000 1526-183( 2.1 5.8
6001-7000 1831-2135 1.9 5.2
7001-8000 2136-244( 1.7 4.6
8001-9000 2441-2745 1.5 4.1

3) With the manual valve positioned to prevent flow to the main
burners, connect a manometer to the 1/8" pipe outlet pressure
tap in the valve. Use a water column manometer that is read-
able to the nearest tenth of an inch. NOTE: A manometer (fluid-
filled gauge) is recommended rather than a spring type gauge
due to the difficulty of maintaining calibration of a spring type
gauge.

4) Remove the cap from the pressure adjusting screw and adjust
the manifold pressure to the pressure selected from the table
above. Cycle the main burners once or twice to properly seat
the adjustment spring in the valve.

5

~

Measure the manifold pressure. If adjustment is necessary, cor-
rect pressure setting by turning the regulator screw IN (clock-
wise) to increase pressure. Turn regulator screw OUT (coun-
terclockwise) to decrease pressure. When the pressure is cor-
rect, remove the manometer and replace the cap. Check for leaks
at the pressure tap fitting.

WARNING: Manifold gas pressure must never
exceed 3.5" w.c. for natural gas or 10" w.c. for
propane gas.

6) With the heater operating, determine that the inlet pressure to
the heater is between 5 and 13.5 inches w.c. for natural gas or
between 10 and 13.5 inches w.c. for propane gas. Take this
reading as close as possible to the heater. (Most heaters are
equipped with gas valves that have an inlet pressure tap.) If the
inlet pressure is not within the specified range, the inlet pres-
sure must be corrected and the manifold pressure re-checked.
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Conversion Kit Components - Natural to Propane

All kits include the quantity of orifices required for the largest size of heater. Excess burner orifices or unused burner restrictors may not be
returned for credit.

Natural TO Propane Conversion Kit, P/N 179315 Natural TO Propane Conversion Kit, P/N 179327
Applies to Models FT 30, 45, 60, 75 and SFT 45, 60, 75 Applies to Models FT 250 and SFT 250
Components: Components:
Qy| PN _ Description Qty | PIN Description
1 148054 Regulator Spring Conversion Kit, Robertshaw #A54300 1 | 98720 Regulator Spring Conversion Kit, Honeywell #393§91
1 | 98720| Regulator Spring Conversion Kit, Honeywell #3936$1 8 | 96324] Burner Orifice. 1.65mm
5 | 63922 Burner Orifice, 1.15mm ______ 2 151009 Bumer Air Restrictor FT
1 |179184Q Manifold Pressure Label (High Altitude) 4 113279 Sheet Metal Screws, #10-32 x 172" long only
1 | 64391] Conversion Tape . . - -
- 1 179180 Manifold Pressure Label (High Altitude
1 | 37752] Propane Gas Disk 1 | 64391| Conversion Tape e )
CK179315 1 | 37752| Propane Gas Disk

CK 179327

Natural TO Propane Conversion Kit, P/N 179317 |

Applies to Models FT 100, 125, 200 and SFT 100, 125, 200 Natural TO Propane Conversion Kit, P/N 179328

Components: — Applies to Models FT 300 and SFT 300
Qty| P/N Description Components:

1 | 98720| Regulator Spring Conversion Kit, Honeywell #393691 —

1 ]148054 Regulator Spring Conversion Kit, Robertshaw #A54B Dé)ty PN - Descrlptlon_

10 [ 11830] Burner Orifice, #55 1 | 98720| Regulator .S.prlng Conversion Kit, Honeywell #393¢91

1 | 179180 Manifold Pressure Label (High Altitude) 10 5128{ Bumer O.rlflce, #_52

T | 64391 Conversion Tape 2 (151004 Burner Air Restrictor FT

1 [ 37752| Propane Gas Disk 4 (113275 Shee_t Metal Screws, #10-3_2 X 1/2." long only

CK 179317 1 |17918d Manlfold. Pressure Label (High Altitude)
1 | 64391 Conversion Tape
1 | 37752| Propane Gas Disk
Natural TO Propane Conversion Kit, P/N 179318 CK 179328

Applies to Models FT 150 and SFT 150
Components:
Qty [ PN Description

1 | 98720 Regulator Spring Conversion Kit, Honeywell #39369|L

1 |148054 Regulator Spring Conversion Kit, Robertshaw #A54300

8 64676| Burner Orifice, 1.3 mm

1 179180 Manifold Pressure Label (High Altitude)

1 | 64391| Conversion Tape

1 | 37752| Propane Gas Disk

CK 179318
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Conversion Kit Components - Propane to Natural

All kits include the quantity of orifices required for the largest size of heater. Excess burner orifices may not be oettnedit! f

Propane TO Natural Conversion Kit, P/N 179316
Applies to Models FT 30, 45, 60, 75 and SFT 45, 60, 75
Components:

Qty | P/N Description
148059 Regulator Spring Conversion Kit, Robertshaw #A54301
98721| Regulator Spring Conversion Kit, Honeywell #3945B8
40414| Burner Orifice, #48
179180 Manifold Pressure Label (High Altitude)
64391| Conversion Tape

1401 | Natural Gas Disk

CK 179316

Rlrrlo|lr| -

Propane TO Natural Conversion Kit, P/N 179319
Applies to Models FT 100, 125, 200 and SFT 100, 125, 200

Components:
Qty| PIN Description
1 | 98721 Regulator Spring Conversion Kit, Honeywell #39458B

1 | 148059 Regulator Spring Conversion Kit, Robertshaw #A54301
1 |179184Q Manifold Pressure Label (High Altitude)
10 | 11833| Burner Orifice, #44

1 | 64391| Conversion Tape

1 | 1401 | Natural Gas Disk

CK 179319

Propane TO Natural Conversion Kit, P/N 179320
Applies to Models FT 150 and SFT 150
Components:
Qty | P/N Description
1 | 98721| Regulator Spring Conversion Kit, Honeywell #394588
148059 Regulator Spring Conversion Kit, Robertshaw #A54301
38678 Burner Orifice, #45
179180 Manifold Pressure Label (High Altitude)
64391| Conversion Tape
1401 | Natural Gas Disk
CK 179320

R[] oo~

Propane TO Natural Conversion Kit, P/N 151180
Applies to Models FT 250, 300 and SFT 250, 300
Components:

Qty| PIN Description
1 | 98721| Regulator Spring Conversion Kit, Honeywell #394688
10 | 97362 Burner Orifice, #36
17918( Manifold Pressure Label (High Altitude)
64391| Conversion Tape
1401 | Natural Gas Disk
CK 151180

N
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Specifications and illustrations subject to change without notice or incurring obligations.
Latest version of this manual is available at www.reznorhvac.com.

©2026 Reznor LLC, Saint Charles, MO. All rights reserved.
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