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F SERIES
GAS-FIRED, GRAVITY-VENTED, FAN-TYPE UNIT HEATER FOR 
COMMERCIAL/INDUSTRIAL USE
25,000 - 400,000 BTUH

Reznor® Series 100, Model F gas-fired, gravity-vented unit heaters are designed for 80% thermal 
efficiency and are designed for use with natural or propane gas, as specified, in sizes from 25,000 to 
400,000 BTUH gas input.

Model F unit heaters are designed for ceiling suspension with a propeller fan for air delivery. A terminal 
strip connector facilitates field connection to a remote 24-volt thermostat for automatic operation. Each unit is 
provided with a fan control and all required limit safety controls, including an energy cutoff (ECO) device and a 
blocked vent switch.

These units are approved for installation in The United States and Canada by the Canadian Standards Association (CSA).

NOTE: When installing gravity vented appliances check local and state codes for requirements. Some states require the addition 
of spark pilot Option AH2 or AH3.

The Energy Policy Act of 2005 mandated that beginning August of 2008, no Gravity Vented Unit Heaters may be sold without an 
Intermittent Ignition Device (No Standing Pilot- Spark Ignition Only) AND, (either an automatic shutoff vent damper or a power vent 
exhaust). Your state may have already enacted this restriction in their local codes. Please take note of this when placing orders for 
gravity vented units. NOTE: Regulated combination redundant gas valve consists of combination pilot solenoid valve, electric gas 
valve, pilot filter, pressure regulator, pilot shutoff, and manual shutoff, all in one body. Gas supply pressure must not exceed 0.5 psi 
(8 oz. or 14” w.c.). Minimum inlet pressure for natural gas is 5” w.c.; minimum inlet pressure for propane gas is 11” w.c. 

WARNING: Gas-fired appliances are not designed for use in hazardous atmospheres containing flammable vapors or combustible 
dust, or atmospheres containing chlorinated or halogenated hydrocarbons.

STANDARD FEATURES AND BENEFITS 

FACTORY INSTALLED OPTIONS 

 
FIELD INSTALLED OPTIONS

it i
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A For U.S. installations, ratings for altitudes to 2000 ft.. Above 2000 ft., derate by 4% for each 1000 ft. above sea level.
A For Canadian installations, ratings for altitudes to 2000 ft. High altitude units (2001-4500 ft.) are derated by 10% of maximum input.
B Gas connection for propane is 1/2” for all sizes. Sizes shown are for gas connection to a single-stage gas valve; NOT gas supply line size.
C Additional mounting heights shown later in this catalog.
D All other information  in this table is based on a heater equipped with a standard 115v motor. (The standard motor for a Model 25 is an 
enclosed motor; all other standard motors are open motors. Optional enclosed motors are available in 115v only.)

NOTE: 

F SERIES
FIELD INSTALLED OPTIONS continued

F MODEL TECHNICAL DATA
Size 25 50 75 100 125

Heating Input - BTUH (kW) 25,000 (7.3) 50,000 (14.7) 75,000 (22.0) 100,000 (29.3) 125,000 (36.6)

Thermal Output - BTUH (kW) (80%) A 20,000 (5.9) 40,000 (11.7) 60,000 (17.6) 80,000 (23.4) 100,000 (29.3)

Vent Outlet Diameter 4” Rd 4” Rd 5” Oval 6” Oval 7” Oval

  Gas Connection - Natural Gas B 1/2” 1/2” 1/2” 1/2” 1/2”

Control Amps (24 - Volt) 0.33 0.33 0.33 0.33 0.33

Full-Load Amps (115 Volt) 0.8 1.3 1.9 2.8 2.9

Normal Consumption (watts) 60 95 135 195 205

  Throw at 8’ (2.4M) Mntg Ht - ft (M) C 35 (11) 39 (12) 48 (15) 60 (18) 73 (22)

Motor HP D
Standard 1/50 1/35 1/15 1/30 1/30

Optional Enclosed _ 1/15 1/15 1/8 1/8

Motor RPM 1550 1550 1550 1050 1050

Fan Diameter - inches (mm) 10 (254) 10 (254) 12 (305) 14 (356) 16 (406)

Air Volume - CFM (M3/hr) 380 (646) 650 (1,104) 980 (1,665) 1,250 (2,124) 1,600 (2,718)

Outlet Velocity - FPM (M/s) 423 (2.1) 853 (4.3) 1,166 (5.9) 1,358 (6.9) 1,330 (6.8)

Approximate Net Weight - lbs (kg) 72 (33) 79 (36) 88 (40) 97 (44) 127 (58)

Approximate Shipping Weight - lbs (kg) 89 (40) 96 (44) 107 (49) 118 (54) 150 (68)
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F MODEL TECHNICAL DATA continued
Size 165 200 250 300 400

Heating Input - BTUH (kW) 165,000 (48.4) 200,000 (58.6) 250,000 (73.3) 300,000 (87.9) 400,000 (117.2)

Thermal Output - BTUH (kW) (80%) A 132,000 (38.7) 160,000 (46.9) 200,000 (58.6) 240,000 (70.3) 320,000 (93.8)

Vent Outlet Diameter 8” Oval 8” Oval 10” Oval 10” Oval 12” Oval

  Gas Connection - Natural Gas B 1/2” 1/2” 1/2” 3/4” 3/4”

Control Amps (24 - Volt) 0.23 0.23 0.23 0.2 0.2

Full-Load Amps (115 Volt) 4 4 2.5 4 7

Normal Consumption (watts) 275 300 280 375 565

  Throw at 8’ (2.4M) Mntg Ht - ft (M) C 78 (24) 85 (26) 96 (29) 108 (33) 120 (37)

Motor HP D
Standard  1/20  1/20  1/6  1/4  1/2 

Optional Enclosed  1/8  1/6  1/6  1/2  1/2 

Motor RPM 1050 1050 850 850 850

Fan Diameter - inches (mm) 16 (406) 20 (508) 22 (559) 22 (559) 24 (610)

Air Volume - CFM (M3/hr) 2,200 (3738) 2,800 (4757) 3,360 (5708) 3,800 (6456) 4,940 (8393)

Outlet Velocity - FPM (M/s) 1,100 (5.6) 1,217 (6.2) 1,182 (6.0) 1,426 (7.2) 1,420 (7.2)

Approximate Net Weight - lbs (kg) 149 (68) 170 (77) 204 (93) 221 (100) 276 (125)

A For U.S. installations, ratings for altitudes to 2000 ft.. Above 2000 ft., derate by 4% for each 1000 ft. above sea level.
A For Canadian installations, ratings for altitudes to 2000 ft. High altitude units (2001-4500 ft.) are derated by 10% of maximum input.
B Gas connection for propane is 1/2” for all sizes. Sizes shown are for gas connection to a single-stage gas valve; NOT gas supply line size.
C Additional mounting heights shown later in this catalog.
D All other information  in this table is based on a heater equipped with a standard 115v motor. (The standard motor for a Model 25 is an 
enclosed motor; all other standard motors are open motors. Optional enclosed motors are available in 115v only.)

F MODEL DIMENSIONS 
±1/16” (2MM)

Size A B C D E F G H J K L
M - in.

N P
Nat Pro

25,50
in 30 1/8 13 1/2 27 31 1/2 5 7/8 14 1/2 14 19 4 Rnd 10 1/4 16  1/2  1/2 21 1/2 27 5/8

(mm) (765) (343) (686) (800) (149) (368) (356) (483) -- (260) (406) -- -- (546) (702)

75
in 30 1/8 15 1/2 27 31 1/2 5 7/8 14 1/2 14 19 5 Oval 10 1/2 16  1/2  1/2 21 1/2 27 5/8

(mm) (765) (394) (686) (800) (149) (368) (356) (483) -- (267) (406) -- -- (546) (702)

100
in 30 1/8 17 1/2 30 1/2 31 1/2 5 7/8 14 1/2 14 19 6 Oval 12 7/8 16  1/2  1/2 21 1/2 27 5/8

(mm) (765) (445) (775) (800) (149) (368) (356) (483) -- (327) (406) -- -- (546) (702)

125
in 32 23 1/4 30 1/2 31 1/2 5 7/8 14 1/2 14 19 7 Oval 14 1/2 16  1/2  1/2 21 1/2 28 1/2

(mm) (813) (591) (775) (800) (149) (368) (356) (483) -- (368) (406) -- -- (546) (724)

165
in 40 1/8 20 1/4 35 1/2 36 4 7/8 19 1/2 15 3/4 23 3/8 8 Oval 14 1/4 24  1/2  1/2 27 36 3/4

(mm) (1,019) (514) (902) (914) (124) (495) (400) (594) -- (362) (610) -- -- (686) (933)

200
in 40 1/8 23 1/4 36 1/4 36 4 7/8 19 1/2 15 3/4 23 3/8 8 Oval 14 3/8 24  1/2  1/2 27 36 3/4

(mm) (1,019) (591) (921) (914) (124) (495) (400) (594) -- (365) (610) -- -- (686) (933)

250
in 43 1/2 28 3/4 36 1/4 36 4 7/8 19 1/2 15 3/4 21 3/4 10 Oval 12 3/8 24  1/2  1/2 27 38 3/8

(mm) (1,105) (730) (921) (914) (124) (495) (400) (552) -- (314) (610) -- -- (686) (975)

300
in 43 1/2 28 3/4 36 3/4 36 4 7/8 19 1/2 15 3/4 21 3/4 10 Oval 12 3/8 24  3/4  1/2 27 38 3/8

(mm) (1,105) (730) (933) (914) (124) (495) (400) (552) -- (314) (610) -- -- (686) (975)

400
in 43 1/2 37 37 1/4 36 4 7/8 19 1/2 15 3/4 21 3/4 12 Oval 13 24  3/4  1/2 27 38 3/8

(mm) (1,105) (940) (946) (914) (124) (495) (400) (552) -- (330) (610) -- -- (686) (975)

Units, bottom clearance exceeding 12” minimum is not required but may be desirable.
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F MODEL DIMENSIONS continued
±1/16” (2MM)

FRONT VIEW

SUSPENSION POINTS (2 OR 4)
3/8” - 16 FEMALE THREAD
SEE SUSPENSION NOTE 1

RIGHT SIDE VIEW REAR VIEW

RIGHT SIDE
OPTIONAL VERTICAL POSITION

ELECTRIC 
SUPPLY 

CONNECTION

OPTIONAL
VERTICAL
LOUVERS M = GAS CONNECTION

(NOT SUPPLY LINE)

J = VENT SIZE

B

C

D

E F

A

G

N

K

B+2

P
L

13/16”
21mm

1/8”
3mm

1-11/16”
43mm4-1/4”

108mm

2-1/4”
57mm

3/4”
19mm

13/16”
21mm

H

Size
Top

Flue 
Connector Sides Bottom F Rear G

inches mm inches mm inches mm inches mm inches mm

25-125 2 51 6 152 18 457 12 305 24 610

165-400 6 152 6 152 18 457 12 305 24 610

E

CLEARANCES FROM COMBUSTIBLES (Required Clearances (inches))

E Measure top clearance as illustrated below.
F When supplied with optional downturn nozzle, bottom clearance is 42”. For service purposes on  
 standard units, bottom clearance exceeding 12” minimum is not required but may be desirable.
G For service purposes only, rear must have 24” clearance.

Combustible Surface

Top Clearance

SUSPENSION NOTES:
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THROW/FLOOR COVERAGE
Applies to Model F Sizes 125-400

H Height measured from the floor to the bottom of the unit heater.
X Point where heated air from the heater reaches the floor.
Y Point where heated air tends to rise from the floor.
Z Point where the air velocity drops below 50 feet per minute (254 mm/sec).

NOTE: Data based on 80°F entering air and 60°F rise 
through the unit. Standard louvers set at maximum 
deflection are effective as indicated when ceiling 
height above heater is not over 4 ft. For higher 
mounting height or where spot heating is required, 
choose outlet and mounting height giving coverage to 
floor. Mounting close to the ceiling provides maximum 
heat utilization. 

STANDARD LOUVER

30° DOWNTURN NOZZLE

60° DOWNTURN NOZZLE

H

X

Y

Z

X

X

Y

Y

Z

Z
STANDARD LOUVER

30° NOZZLE

60° NOZZLE

DIMENSIONS IN FEET

DIMENSIONS IN METRIC

With Standard Horizontal Louvers 

Mounting 
Height

F125 F165 F200 F250 F300 F400

X Y Z X Y Z X Y Z X Y Z X Y Z X Y Z

8 14 24 65 14 35 75 13 38 83 12 44 94 12 36 105 12 55 118

10 16 22 58 16 32 72 15 36 78 15 40 88 14 38 96 14 53 112

12 18 20 54 18 30 66 17 34 72 17 38 84 16 35 90 16 49 108

14 -- -- -- -- -- -- 20 31 68 19 33 77 18 30 85 18 45 100

16 -- -- -- -- -- -- -- -- -- 22 30 72 20 27 80 20 40 92

18 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 23 35 85

With Downturn Nozzle with 25-65° Range of Air Deflection (30° Nozzle)

Mounting 
Height

F125 F165 F200 F250 F300 F400

X Y Z X Y Z X Y Z X Y Z X Y Z X Y Z

10 10 22 28 10 24 33 10 31 45 8 40 53 8 38 51 -- -- --

12 13 18 26 12 22 30 12 29 43 10 38 50 10 36 48 10 50 70

14 16 16 22 15 20 25 14 26 40 12 36 47 13 34 44 12 47 66

16 -- -- -- -- -- -- 16 23 36 14 33 42 15 31 40 14 43 62

18 -- -- -- -- -- -- 18 20 30 16 28 36 18 26 34 16 38 58

20 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 18 34 53

22 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 21 30 46

With Downturn Nozzle with 50-90° Range of Air Deflection (60° Nozzle)

Mounting 
Height

F125 F165 F200 F250 F300 F400

X Y Z X Y Z X Y Z X Y Z X Y Z X Y Z

12 0 8 20 0 8 22 0 8 25 0 12 30 0 10 28 -- -- --

16 0 10 18 0 10 20 0 10 23 0 14 28 0 12 26 0 12 32

20 0 14 16 0 14 18 0 12 21 0 16 26 0 14 24 0 14 30

24 -- -- -- -- -- -- 0 14 18 0 18 24 0 16 20 0 16 28

28 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0 18 26

32 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0 20 24

36 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0 22 22

With Standard Horizontal Louvers 

Mounting 
Height

F125 F165 F200 F250 F300 F400

X Y Z X Y Z X Y Z X Y Z X Y Z X Y Z

2.4 4.3 7.3 19.8 4.3 10.7 22.9 4.0 11.6 25.3 3.7 13.4 28.7 3.7 11.0 32.0 3.7 16.8 36.0

3.0 4.9 6.7 17.7 4.9 9.8 21.9 4.6 11.0 23.8 4.6 12.2 26.8 4.3 11.6 29.3 4.3 16.2 34.1

3.7 5.5 6.1 16.5 5.5 9.1 20.1 5.2 10.4 21.9 5.2 11.6 25.6 4.9 10.7 27.4 4.9 14.9 32.9

4.3 -- -- -- -- -- -- 6.1 9.4 20.7 5.8 10.1 23.5 5.5 9.1 25.9 5.5 13.7 30.5

4.9 -- -- -- -- -- -- -- -- -- 6.7 9.1 21.9 6.1 8.2 24.4 6.1 12.2 28.0

5.5 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 7.0 10.7 25.9

With Downturn Nozzle with 25-65° Range of Air Deflection (30° Nozzle)

Mounting 
Height

F125 F165 F200 F250 F300 F400

X Y Z X Y Z X Y Z X Y Z X Y Z X Y Z

3.0 3.0 6.7 8.5 3.0 7.3 10.1 3.0 9.4 13.7 2.4 12.2 16.2 2.4 11.6 15.5 -- -- --

3.7 4.0 5.5 7.9 3.7 6.7 9.1 3.7 8.8 13.1 3.0 11.6 15.2 3.0 11.0 14.6 3.0 15.2 21.3

4.3 4.9 4.9 6.7 4.6 6.1 7.6 4.3 7.9 12.2 3.7 11.0 14.3 4.0 10.4 13.4 3.7 14.3 20.1

4.9 -- -- -- -- -- -- 4.9 7.0 11.0 4.3 10.1 12.8 4.6 9.4 12.2 4.3 13.1 18.9

5.5 -- -- -- -- -- -- 5.5 6.1 9.1 4.9 8.5 11.0 5.5 7.9 10.4 4.9 11.6 17.7

6.1 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 5.5 10.4 16.2

6.7 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 6.4 9.1 14.0

With Downturn Nozzle with 50-90° Range of Air Deflection (60° Nozzle)

Mounting 
Height

F125 F165 F200 F250 F300 F400

X Y Z X Y Z X Y Z X Y Z X Y Z X Y Z

3.7 0.0 2.4 6.1 0.0 2.4 6.7 0.0 2.4 7.6 0.0 3.7 9.1 0.0 3.0 8.5 -- -- --

4.9 0.0 3.0 5.5 0.0 3.0 6.1 0.0 3.0 7.0 0.0 4.3 8.5 0.0 3.7 7.9 0.0 3.7 9.8

6.1 0.0 4.3 4.9 0.0 4.3 5.5 0.0 3.7 6.4 0.0 4.9 7.9 0.0 4.3 7.3 0.0 4.3 9.1

7.3 -- -- -- -- -- -- 0.0 4.3 5.5 0.0 5.5 7.3 0.0 4.9 6.1 0.0 4.9 8.5

8.5 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0.0 5.5 7.9

9.8 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0.0 6.1 7.3

11.0 -- -- -- -- -- -- -- -- -- -- -- -- -- -- -- 0.0 6.7 6.7


